
 

 

 1 

PROCEDURE 1 : How to update the Solar-log ? 

 

1/ Download the latest firmware from our website. 

 Go to the following link to download the latest available firmware : 

 https://www.solar-log.com/fr/assistance/firmware/ 

On this page you will have to choose the firmware depending on the type of device you are 

using. 

To ensure a correct firmware update make sure that your Solar-Log is shaving a least the 

version 2.8.4. 

If it is not the case and if your Solar-Log has a firmware older then the version 2.8.4, please 

download first the version 2.8.4 and then the latest one. 

If your Solar-Log is having a firmware 2.8.4 please download in this case the newest one 

available. 

2/ Download the firmware on the Solar-Log 

To download the firmware on the device itself you have two options: using a USB stick or 

using the RJ45 port. 

USB stick: Download the firmware 2.8.4 on an empty USB stick (if your Solar-Log has 

an older firmware) and plug the stick on the USB port of the device. Go to the USB 

menu and lunch the update. This process can take up to 15 minutes. Do not stop it! 

Once the Solar-Log will be updated with 2.8.4 you can install the latest one. 

Rj45: Connect your laptop to the Solar-Log using one of the following options: 

   Solar-Log™ is connected to a router

 

All devices connected to the same router need to have the same IP address range to correctly 
communicate together. 
 
Solar-Log™ 300: By connecting a Solar-Log™ 300 to a router, the Solar-Log will ask the router 
for an IP address the DHCP function. 
  
Solar-Log™ 1200 or 2000: Once the Solar-Log™ connected to the router, use the display and 
click on the support icon/Basics settings/Network/choose router and click on next  Get IP 
automatically. 

https://www.solar-log.com/fr/assistance/firmware/
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To connect your laptop to the Solar-Log you can use one of the following options:  

Type on the address line of your web browser:  

o http://solar-log/ 

o http://solar-log-wxyz 

o http://169.254.wx.yz 

o The IP address shown on the display of the Solar-Log™ 

 

 

   Solar-Log™ directly connected to a laptop  

 

In case of direct communication between a laptop and a Solar-Log we recommend to use a 

cross over cable.  

The laptop need to have the DHCP option activated. 

Type on your web browser:  

o http://169.254.wx.yz 

 

 

 

Once connected to the web interface of the logger you can proceed to the firmware 

update,  

With older version then 2.8.4, go to configuration/internal/update, load the 2.8.4 

and proceed to the update. Once the logger updated to 2.8.4 repeat the process 

with the latest firmware.  
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With a firmware higher then 2.8.4, go to configuration/system/firmware, then 

download the latest firmware and do the update. 

 

 
 


